Rotationslaufwerk
Rotation Effects Drive

Die bei diesem Effektlaufwerk entste-

henden Figurationen eignen sich fir This device can be configured to provide
die verschiedensten Aufgaben im the most unique solutions to problems of
modernen Bihnenbild. modern stage design.

Eine oder zwei Effektscheiben mit 280
mm Durchmesser werden mittels
auBen befindlicher Antriebsrader um
einen gemeinsamen Mittelpunkt im
Zentrum der Projektion bewegt. Neben
den surrealistischen Effekten wie Liqua-
tronscheibe oder dem Galaxy-Effekt
(zwei Scheiben gegenlaufig), bleibt
dem Buhnenbildner durch die univer-
selle Anwendungsmaglichkeit noch
gentgend Spielraum flr eigene Ideen.
Leerscheiben stehen fiir kreative
Gestaltung zur Verfiigung. Die Dreh-
bewegung der Scheiben kann gemein-
sam oder gegenlaufig erfolgen. Die
Geschwindigkeit 1aBt sich vom Still-

stand bis 3 UpM stufenlos regulieren. One or two 280 mm diameter discs may
be rotated concentrically around the
optical center of the projection image
area by means of outer drive pucks. In
addition to the surrealistic effects such
as the liquid disc or the galaxy

effect (two discs in opposite rotation),
the stage designer has every
opportunity to explore the playground
of his own ideas. Unpainted blank
discs are available for the designer to
experiment with his own images. The
rotation of the discs can be set in the
same or in opposite directions. The
speed of rotation can be continuously
regulated from 0 (no movement) to

3 RPM.







